
Attachment adapters

Type
AUSA → EURO

Claas Ranger → EURO
Claas Scorpion → EURO

Class Scorpion → Merlo ZM2
DIECI Mini Agri → DIECI

DIECI Mini Agri → Kramer
DIECI → EURO

DIECI → JCB Q-FIT
EURO → GIANT

EURO → JCB Q-FIT
EURO → Manitou

EURO → Merlo ZM2

EURO → Schäffer big hook: 3450S, 4350Z, 5650Z, 5680Z, 6680Z, 8600Z, 3550T, 
5680T, 6680T, 8610T, 9630T

EURO → Schäffer small hook: 2024, 2028, 2428, 2030, 2030S, 2034, 2434, 
2336/2345, 2436/2445, 3545, 3550, 4250, 2345T

EURO → 3-point linkage cat. 2
EURO → Weidemann

EURO + 3point linakge cat. 2 → Merlo
Faresin → EURO
GIANT  → EURO

GIANT → 3-point linkage cat. 2
ISO2, ISO3 → EURO hydraulic

JCB Q-FIT → EURO
JCB medium → EURO

JLG → EURO
Kramer → EURO

Liebherr 506 → EURO



Attachment adapters - continued

Type
Liebherr 508 → EURO

Liebherr 508 → 3-point linkage
Manitou → EURO

Manitou → Liebherr 508
Manitou → Merlo ZM2

Massey Ferguson; Bobcat → JCB Q-FIT
Matbro → EURO

Mecalac 12 → Bobcat
Mecalac 12 → EURO

Merlo ZM2 → Ahlmann AL75-80
Merlo ZM2 → Bobcat
Merlo ZM2 → EURO

Merlo ZM2 → JCB Q-FIT
Merlo ZM2 → Manitou

Merlo ZM2 → New Holland
Merlo → 3-point linkage with spacing adjustment

New Holland → EURO

Schäffer big hook: 3450S, 4350Z, 5650Z, 5680Z, 6680Z, 8600Z, 3550T, 5680T, 
6680T, 8610T, 9630T → EURO

Schäffer small hook: 2024, 2028, 2428, 2030, 2030S, 2034, 2434, 2336/2345, 
2436/2445, 3545, 3550, 4250, 2345T → EURO

3-point linkage cat. 2 & 3 → BIG BM
3-point linkage cat. 2 → EURO

3-point linkage cat. 2 → EURO with hydraulic lock
Weidemann hook → EURO

Weidemann hook → Weidemann plate
Weidemann plate → Weidemann hook

Zettelmeyer 602; Volvo L30-35; JCB 409; Liebher 506-507 → EURO
Crude

BIG BM → EURO
JCB Q-FIT → Merlo ZM2



Wood grapple ”CHD 1”

Connection Width [mm] Weight [kg]
CZK 1235 171
Euro 1120 163

JCB Quick-Hitch 920 175
KMM 1125 169

Liebherr L508 1355 230
Merlo 1170 180

MX (Mailleux) 1203 185
Small hook Schäffer 1030 163

Standard:
- Powder coating 80µm

Other attachments and machine widths available on request



Wood grapple ”CHD 2”

Connetion Width [mm] Weight [kg]
Case 695 SR 1338 292
CAT TH 330 1338 286

Euro 1120 258
JCB Q-Fit 1090 267
Kramer 1240 272
Manitou 1125 260

Schäffer 5470Z 1400 297
Big hook Schäffer 1400 263

Standard:
- Powder coating 80µm

Other attachments and machine widths available on request



Wood grapple ”CHD 3”

Connection Width [mm] Weight [kg]
BIG BM 1190 580
CAT 90x 1550 585

JCB Q-Fit 1510 535
Kramer 1540 558

Liebherr 509 1540 535
Manitou 1410 554
Merlo 1180 528

Massey Ferguson / Bobcat 1410 563

Standard:
- Powder coating 80µm

Other attachments and machine widths available on request



Wood grapple ”CHD 4”

Connection Width [mm] Weight [kg]
Komatsu WA250PT 1430 914

Ł-34 1450 877
Manitou 1540 830

Schäffer 9660T 1435 914
Volvo BM (pins) 1192 854

Standard:
- Replaceable skids made of HARDOX 500HB
- Powder coating 80µm

Other attachments and machine widths available on request



Claw for wood for pallet forks

Carriage type ISO Weight [kg]
ISO 2 95
ISO 3 100

Standard:
- Powder coating 80µm

Please order the pallet fork carriage separately!



Bale clamp Standard

Weight without connection [kg]
129

Standard:
- System of removable (screwed) connections
- Powder coating 80µm

Price does not contain connection!
It must be selected separately!



Bale clamp ”XL”

Weight without connection [kg]
167

Standard:
- System of removable (screwed) connections
- Powder coating 80µm

Price does not contain connection!
It must be selected separately!



Rectangular bale grapple

Weight without connection [kg]
396

Standard:
- System of removable (screwed) connections
- Powder coating 80µm

Price does not contain connection!
It must be selected separately!



Straw grapple

Weight without connection [kg]
198

Standard:
- System of removable (screwed) connections
- Powder coating 80µm

Price does not contain connection!
It must be selected separately!



Front grapple

Weight without connection [kg]
120

Standard:
- System of removable (screwed) connections
- Powder coating 80µm

Price does not contain connection!
It must be selected separately!



Articulating boom lift

Version Width [mm] Weight [kg] Lifting capacity
[kg] Length B [mm]

2,5m
1100

290
800 1100

3,5m 320

Standard:
- 4 straw teeth
- System of removable (screwed) connections
- Powder coating 80µm

Price does not contain connection!
It must be selected separately!



Connections for bale clamps, straw grapple, 
front grapple and articulating boom lift

Type
Atlas 52C

Avant
BIG BM

Case 695 SR
CAT 90x

CAT 432F2
CAT TH 355

Claas Scorpion
CZK

DIECI
DIECI Mini Agri

Euro
Euro + 3-point linkage

Everun ER06
Everun ER25
Faucheux II

GIANT
GIANT + 3-point linkage

ISO2
JCB 3CX i 4CX (pins)

JCB Q-Fit
JCB Quick-Hitch

JCB medium
John Deere type B
Komatsu WB 97R

Kramer



Connections for bale clamps, straw grapple, 
front grapple, ”CHD 1” and articulating boom lift

Type
Manitou

Massey Ferguson / Bobcat
Matbro

Mecalac 12
Meclalac 12 (VOLVO)

Mecalac 14
Mecalac 14 (VOLVO)

Merlo
MX (Mailleux)

New Holland LB115
Schäffer big hook

Schäffer small hook
Skid Steer / Bobcat mini

SMS
Striegel
Crude

TUR 1 SPAW-MET
3-point linkage

Weidemann + 3-point linkage
Weidemann hook
Weidemann plate

Zettelmeyer 602 / Volvo L30; JCB 409 / Liebherr 506-507



Tool basket

Width [mm] Weight without connection [kg]
2400 275

Standard:
- System of removable (screwed) connections
- Pockets for pallet forks on both sides of the basket
- Powder coating 80µm

Price does not contain connection!
It must be selected separately!



Big-Bag lift 1,5t

Weight [kg]
68

Standard:
- Load capacity 1500kg
- System of removable (screwed) connections
- Powder coating 80µm

Price does not contain connection!
It must be selected separately!



Big-Bag lift 3t

Weight [kg]
133

Standard:
- Load capacity 3000kg
- System of removable (screwed) connections
- Powder coating 80µm

Price does not contain connection!
It must be selected separately!



Connections for tool basket and Big-Bag lifts

Type
Atlas 52C

Avant
BIG BM

Case 695 SR
CAT 90x

CAT 432F2
CAT TH 355

Claas Scorpion
CZK

DIECI
DIECI Mini Agri

Euro
Euro + 3-point linkage

Everun ER06
Everun ER25
Faucheux II

GIANT
GIANT + 3-point linkage

ISO2
JCB 3CX i 4CX (pins)

JCB Q-Fit
JCB Quick-Hitch

JCB medium
John Deere type B
Komatsu WB 97R

Kramer



Connections for tool basket and Big-Bag lifts

Type
Manitou

Massey Ferguson / Bobcat
Matbro

Mecalac 12
Meclalac 12 (VOLVO)

Mecalac 14
Mecalac 14 (VOLVO)

Merlo
MX (Mailleux)

New Holland LB115
Schäffer big hook

Schäffer small hook
Skid Steer / Bobcat mini

SMS
Striegel
Crude

TUR 1 SPAW-MET
3-point linkage

Weidemann + 3-point linkage
Weidemann hook
Weidemann plate

Zettelmeyer 602 / Volvo L30; JCB 409 / Liebherr 506-507



Front-end loader SOLID

Type Lifting capacity [kg] Weight [kg]

300 Strong 1100
Loader 380
Bracket 100

500 Strong 1100
Loader 410
Bracket 150

750 1300
Loader 440
Bracket 260

750 Strong 1600
Loader 480
Bracket 260

1000 1500
Loader 450
Bracket 260

1000 Strong 2000
Loader 470
Bracket 260

1500 1700
Loader 480
Bracket 260

1500 Strong 2000
Loader 520
Bracket 260

2000 2000
Loader 600
Bracket 260



Front-end loader SOLID

Loader standard equipment
- Keeping theworking tool parallel to the ground (mechanical self-levelling)
- The third hydraulic circuit controlled by joystick
- The quick–change frame according with ISO23206
- Adjustable tool position indicator
- System of quick boom montage
Loader optional equipment:
- Vibration damping system (one hydraulic accumulator with valve)
- Vibration damping system (two hydraulic accumulators with valve)
(except Solid 300 Strong and 500 Strong)

- Main hydraulic quick – attaching coupler (male)
- Hydraulic quick–attaching coupler to front tools (male + female)
- Quick connector for implement (male)
- Hydraulick implement lock

Bracket standard equipment:
- Front loader power is plugged in to hydraulic external socket of the tractor
Bracket optional equipment:
- Direct hydraulic connection (except Jon Deere tractors)
- Main hydraulic quick-attaching coupler (female)
- Electrohydraulic controls



Front-end loader SOLID
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Q1 [kg] Q2 [kg] H [mm] P [mm] W [mm] S 
[mm] B [mm] K 

[mm] V [°] X [°] Q
[kg]

300S 1321 1124 2650 2365 1555 400 1415 250 70 43 380
500S 1487 1550 3400 3150 2450 500 1582 250 70 43 410
750 2011 1646 3500 3215 2405 550 1847 250 70 43 440

750S 2011 1646 3500 3215 2405 550 1847 250 70 43 440
1000 2082 1704 3500 3300 2600 700 1847 250 70 43 450

1000S 2482 2054 3500 3300 2600 700 1847 250 70 43 470
1500 2357 2147 3700 3450 2750 750 1847 250 70 43 480

1500S 2832 2456 3700 3450 2750 750 1847 250 70 43 520
2000 2691 2695 4350 3900 3200 800 1997 250 70 43 600



Front linkage PH

Type Base weight [kg] Load capacity [kg]
PH 700 115 700

PH 1300 115 1300

PH 2200 150 2200
PH 4400 220 4400

Standard:
- Central link
- Linkage connected to the tractor hydraulic output sockets
- Multivalve
- Powder coating 80µm

Additional options:
- One pair of hydraulic sockets (connection to the external hydraulic)
- Vibration damping system 
- Joystick control + one extra pair of hydraulic output
- Joystick control + two extra pairs of hydraulic output
- Electrical output (3-pin)



Front linkage PH
Front linkage PH 700 Front linkage PH 1300

Front linkage PH 2200 Front linkage PH 4400



Tractor weight

Base weight [kg]
600

Standard:
- Powder coating 80µm

Additional options:
- Extra weight +200kg
- Extra weight +400kg
- Extra weight +500kg
Box (not for all configurations of weight)



Agribumper

Width [mm] Base weight [kg]
2300 410

Standard:
- Three-point linkage connection cat. 2 & 3
- Clearance lighting and dynamic turn signals
- The possibility of adjusting the width between 2115-2300mm
- Powder coating 80µm

Additional options:
- Middle weight +400kg
- Extra middle weight +365kg
- Side weights +330kg
- Toolbox (only without middle weights)



Mechanical grader

Width [m] Weight [kg]
2,0 231
2,5 256

Standard:
- Blade made of HARDOX 500HB
- Three-point linkage connection cat. 1 and 2
- Powder coating 80µm

Additional options:
- Support wheels (2pcs)

- Hydraulic wheels adjustment
version 2 m
version 2,5 m



Hydraulic grader

Width [m] Weight [kg]
2,0 295
2,5 320
3,0 345

Standard:
- Blade made of HARDOX 500HB
- Three-point linkage connection cat. 1 and 2
- Powder coating 80µm

Additional options:
- Support wheels (2pcs)

- Hydraulic wheels adjustment
version 2 m
version 2,5 m
version 3 m



Grader HD

Width [m] Weight [kg]
2,5 1150
3,0 1090

Standard:
- Blade made of HARDOX 500HB
- Three-point linkage connection cat. 2 and 3
- Mechanical wheels adjustment
- Side screens
- Powder coating 80µm

Additional options:

- Hydraulic wheels adjustment
version 2,5 m
version 3 m

- Independent electrohydraulic control



Grader ATV

Width [m] Weight [kg]
1,8 90

Standard:
- Blade made of S355 steel
- Ball hitch ø50
- Support wheels
- Machine in parts for self-assembly
- Powder coating 80µm

Additional options:
- Blade made of HARDOX 500HB



Dozer blade

Width [m] Weight without connection [kg]
2,4 268
2,6 286
2,8 303
3,0 321

C
O

N
N

EC
TI

O
N

S Type
EURO

3-point linkage
JCB Q-Fit
Manitou

Standard:
- Powder coating 80µm

Additional options:
- Sliding skids for stabilization the depth
- Screw-on blade made of HARDOX 500HB

Other machine attachments are possible on request



Transport box ”SKS”

Model L [mm] B [mm] H/H1 [mm] Weight [kg] 
SKS 940 / 1200 1200 940 400 / 700 263
SKS 940 / 1500 1500 940 400 / 700 286
SKS 940 / 1800 1800 940 400 / 700 308
SKS 940 / 2000 2000 940 400 / 700 323
SKS 940 / 2200 2200 940 400 / 700 338
SKS 940 / 2400 2400 940 400 / 700 353
SKS 940 / 2500 2500 940 400 / 700 360
SKS 1100 / 1200 1200 1100 400 / 700 275
SKS 1100 / 1500 1500 1100 400 / 700 298
SKS 1100 / 1800 1800 1100 400 / 700 322
SKS 1100 / 2000 2000 1100 400 / 700 338
SKS 1100 / 2200 2200 1100 400 / 700 353
SKS 1100 / 2400 2400 1100 400 / 700 369
SKS 1100 / 2500 2500 1100 400 / 700 377
SKS 1250 / 1200 1200 1250 400 / 700 286
SKS 1250 / 1500 1500 1250 400 / 700 310
SKS 1250 / 1800 1800 1250 400 / 700 335
SKS 1250 / 2000 2000 1250 400 / 700 351
SKS 1250 / 2200 2200 1250 400 / 700 368
SKS 1250 / 2400 2400 1250 400 / 700 384
SKS 1250 / 2500 2500 1250 400 / 700 392

Standard:
- Load capacity 1000kg
- Hitch pivots
- Powder coating 80µm

Additional options:
- Load capacity 2000kg



Transport box ”SKP”

Model L [mm] B [mm] H [mm] Weight [kg] 
SKP 940 / 1200 1200 940 400 250
SKP 940 / 1500 1500 940 400 271
SKP 940 / 1800 1800 940 400 291
SKP 940 / 2000 2000 940 400 305
SKP 940 / 2200 2200 940 400 318
SKP 940 / 2400 2400 940 400 332
SKP 940 / 2500 2500 940 400 339

SKP 1100 / 1200 1200 1100 400 261
SKP 1100 / 1500 1500 1100 400 283
SKP 1100 / 1800 1800 1100 400 304
SKP 1100 / 2000 2000 1100 400 318
SKP 1100 / 2200 2200 1100 400 332
SKP 1100 / 2400 2400 1100 400 347
SKP 1100 / 2500 2500 1100 400 354
SKP 1250 / 1200 1200 1250 400 271
SKP 1250 / 1500 1500 1250 400 294
SKP 1250 / 1800 1800 1250 400 316
SKP 1250 / 2000 2000 1250 400 331
SKP 1250 / 2200 2200 1250 400 346
SKP 1250 / 2400 2400 1250 400 361
SKP 1250 / 2500 2500 1250 400 369

Standard:
- Load capacity 1000kg
- Hitch pivots
- Powder coating 80µm

Additional options:
- Load capacity 2000kg
- Stanchions (4pcs)



Extensions for transport box ”SKP”

Transport box size Weight [kg]
940 / 1200 59
940 / 1500 65
940 / 1800 71
940 / 2000 75
940 / 2200 79
940 / 2400 83
940 / 2500 85
1100 / 1200 61
1100 / 1500 67
1100 / 1800 73
1100 / 2000 77
1100 / 2200 82
1100 / 2400 85
1100 / 2500 88
1250 / 1200 63
1250 / 1500 69
1250 / 1800 75
1250 / 2000 79
1250 / 2200 84
1250 / 2400 87
1250 / 2500 90

Standard:
- Powder coating 80µm



Multi Transport Box

Width [m] Weight [kg]
1,8 450
2,0 473
2,2 489
2,4 504

Standard:
- Blade made of HARDOX 500HB
- Connection Three-point linkage, Euro, pockets for pallet forks
- Powder coating 80µm



Bucket mini

Width [m] Capacity [m3] Weight [kg]
0,78 0,18 88
0,87 0,20 96
1,0 0,23 101
1,2 0,28 122
1,4 0,32 135
1,6 0,37 147
1,8 0,41 168
2,0 0,45 181

Standard:
- Euro connection
- Powder coating 80µm

Additional options:
- Loader connection



Bucket mini with HARDOX blade

Width [m] Capacity [m3] Weight [kg]
0,78 0,18 88
0,87 0,20 96
1,00 0,23 101
1,20 0,28 122
1,40 0,32 135
1,60 0,37 147
1,80 0,41 168
2,00 0,45 181

Standard:
- Euro connection
- Blade made of HARDOX 500HB
- Powder coating 80µm

Additional options:
- Loader connection



Bucket ”S” Standard

Width [m] Capacity [m3] Weight [kg]
1,0 0,30 120
1,2 0,36 144
1,4 0,42 158
1,5 0,45 165
1,6 0,48 182
1,8 0,54 196
2,0 0,60 211
2,2 0,66 225
2,4 0,72 240

Standard:
- Euro connection
- Powder coating 80µm

Additional options:
- Loader connection



Bucket ”S” Standard with HARDOX blade

Width [m] Capacity [m3] Weight [kg]
1,0 0,30 120
1,2 0,36 144
1,4 0,42 158
1,5 0,45 165
1,6 0,48 182
1,8 0,54 196
2,0 0,60 211
2,2 0,66 225
2,4 0,72 240

Standard:
- Euro connection
- Blade made of HARDOX 500HB
- Powder coating 80µm

Additional options:
- Loader connection



Bucket ”S” HD

Width [m] Capacity [m3] Weight [kg]
1,2 0,37 199
1,4 0,42 220
1,5 0,47 230
1,6 0,50 255
1,8 0,56 275
2,0 0,62 296
2,2 0,68 330
2,4 0,75 351
2,6 0,81 372

Standard:
- Euro connection
- Powder coating 80µm

Additional options:
- Loader connection



Bucket ”S” HD with HARDOX blade

Width [m] Capacity [m3] Weight [kg]
1,2 0,37 199
1,4 0,42 220
1,5 0,47 230
1,6 0,50 255
1,8 0,56 275
2,0 0,62 296
2,2 0,68 330
2,4 0,75 351
2,6 0,81 372

Standard:
- Euro connection
- Blade made of HARDOX 500HB
- Powder coating 80µm

Additional options:
- Loader connection



Bucket ”XL” HD

Width [m] Capacity [m3] Weight [kg] B [mm] H [mm] Bucket tines 
[pcs] - option

1,9 1,0 524 960 912 6
2,2 1,0 578 960 912 7
2,5 1,7 884 1120 1000 8
2,6 2,0 1099 1357 1028 8
2,6 2,6 1099 1362 1028 8
2,8 2,6 1152 1362 1028 9
3,0 3,0 1208 1362 1028 10

Standard:
- Loader connection
- Blade made of HARDOX 500HB
- Powder coating 80µm

Additional options:
- Additional screw-on blade made of HARDOX 500HB
- Bucket tines

We also make buckets on an individual order
(up to maximum capacity of 20m3)



Volume bucket

Width [m] Capacity [m3] Weight [kg] B [mm] H [mm]
1,2 0,6 225 1010 807
1,3 0,6 235 1010 807
1,4 0,7 244 1010 807
1,5 0,7 254 1010 807
1,5 1,0 305 1240 970
1,8 1,0 321 1120 885
1,8 1,2 352 1240 970
1,8 1,5 390 1370 1062
2,0 1,4 375 1240 970
2,2 1,5 398 1240 970
2,4 1,5 386 1120 885
2,4 1,6 421 1240 970
2,4 1,8 444 1300 1012
2,5 1,7 432 1240 968
2,5 2,0 478 1370 1062

Standard:
- Euro connection
- Powder coating 80µm

Additional options:
- Loader connection



Volume bucket with HARDOX blade

Width [m] Capacity [m3] Weight [kg] B [mm] H [mm]
1,2 0,6 225 1010 807
1,3 0,6 235 1010 807
1,4 0,7 244 1010 807
1,5 0,7 254 1010 807
1,5 1,0 305 1240 970
1,8 1,0 321 1120 885
1,8 1,2 352 1240 970
1,8 1,5 390 1370 1062
2,0 1,4 375 1240 970
2,2 1,5 398 1240 970
2,4 1,5 386 1120 885
2,4 1,6 421 1240 970
2,4 1,8 444 1300 1012
2,5 1,7 432 1240 968
2,5 2,0 478 1370 1062

Standard:
- Euro connection
- Blade made of HARDOX 500HB
- Powder coating 80µm

Additional options:
- Loader connection



Loader bucket

Width [m] Capacity [m3] Weight [kg] B [mm] H [mm]
1,9 1,0 416 1082 888
2,1 1,0 440 1085 875
2,4 1,0 440 956 806
2,4 1,5 526 1204 969
2,0 1,8 559 1480 1137
2,4 2,0 599 1408 1090
2,4 2,5 675 1615 1214
2,5 2,5 690 1545 1214
2,5 2,7 679 1615 1214
2,4 3,0 743 1785 1316
2,5 3,3 772 1885 1395
2,4 3,5 767 1885 1395
2,5 4,5 918 2135 1572
2,5 5,0 967 2233 1642

Standard:
- Loader connection
- Blade made of HARDOX 500HB
- Powder coating 80µm



High dump bucket ”S”

Width [m] Capacity [m3] Weight [kg] B [mm] H [mm]
1,4 0,6 356 985 862
2,0 0,7 413 842 743
1,8 0,8 417 985 862
2,0 0,9 442 985 862
1,6 1,0 417 1145 1017
2,2 1,0 470 985 862
2,4 1,1 493 985 862
1,4 1,2 421 1295 1154
2,0 1,3 484 1145 1017
1,5 1,5 468 1445 1291
2,3 1,5 526 1145 1017

Standard:
- Euro connection
- Powder coating 80µm

Additional options:
- Loader connection
- Additional screw-on blade made of HARDOX 500HB

We also make shovels on an individual order



High dump bucket ”S” with HARDOX blade

Width [m] Capacity [m3] Weight [kg] B [mm] H [mm]
1,4 0,6 356 985 862
2,0 0,7 413 842 743
1,8 0,8 417 985 862
2,0 0,9 442 985 862
1,6 1,0 417 1145 1017
2,2 1,0 470 985 862
2,4 1,1 493 985 862
1,4 1,2 421 1295 1154
2,0 1,3 484 1145 1017
1,5 1,5 468 1445 1291
2,3 1,5 526 1145 1017

Standard:
- Euro connection
- Blade made of HARDOX 500HB
- Powder coating 80µm

Additional options:
- Loader connection
- Additional screw-on blade made of HARDOX 500HB

We also make shovels on an individual order



High dump bucket ”L”

Width [m] Capacity [m3] Weight [kg] B [mm] H [mm]
2,4 1,8 1060 1440 1138
2,0 2,0 1024 1620 1282
2,3 2,0 1038 1440 1138
2,5 2,0 1088 1440 1138
2,4 2,5 1135 1620 1282
2,4 3,0 1184 1740 1378
2,8 3,0 1241 1620 1282

Standard:
- Loader connection
- Blade made of HARDOX 500HB
- Powder coating 80µm

Additional options:
- Additional screw-on blade made of HARDOX 500HB

We also make shovels on an individual order



High dump bucket ”XL”

Width [m] Capacity [m3] Weight [kg] B [mm] H [mm]
2,6 3,0 1832 1556 1299
2,8 3,0 1909 1556 1299
2,5 3,5 1907 1817 1522
2,8 3,5 2030 1706 1440
2,6 4,0 2047 1886 1576
2,8 4,0 2118 1817 1522
2,9 4,0 2161 1817 1522
3,0 4,0 2163 1756 1477
3,2 4,5 2290 1817 1522
2,5 5,0 2220 2106 1741
2,9 5,0 2286 1986 1635

2,99 5,0 2333 1986 1635
3,0 5,5 2389 2086 1677
2,8 6,0 2342 2106 1741
3,0 6,5 2403 2006 1739
3,2 7,0 2580 2100 1825

Standard:
- Loader connection
- Blade made of HARDOX 500HB
- Powder coating 80µm

Additional options:
- Additional screw-on blade made of HARDOX 500HB

We also make buckets on an individual order
(up to maximum capacity of 20m3)



4in1 multipurpose bucket ”S”

Width [m] Capacity [m3] Weight [kg] Bucket tines [pcs] 
- option

1,0 0,20 212 5
1,2 0,24 232 6
1,4 0,28 250 7
1,5 0,30 271 7
1,6 0,32 279 8
1,8 0,40 292 9
2,0 0,44 311 10
2,2 0,48 331 10
2,4 0,53 350 11

Standard:
- Euro connection
- Powder coating 80µm

Additional options:
- Loader connection
- Bucket tines



4in1 multipurpose bucket ”S” with HARDOX blade

Width [m] Capacity [m3] Weight [kg] Bucket tines [pcs] 
- option

1,0 0,20 212 5
1,2 0,24 232 6
1,4 0,28 250 7
1,5 0,30 271 7
1,6 0,32 279 8
1,8 0,40 292 9
2,0 0,44 311 10
2,2 0,48 331 10
2,4 0,53 350 11

Standard:
- Euro connection
- Digging blade made of HARDOX 500HB
- Powder coating 80µm

Additional options:
- Loader connection
- Bucket tines



4in1 multipurpose bucket ”L”

Width [m] Capacity [m3] Weight [kg] Bucket tines [pcs] 
- option

1,6 0,44 485 6
1,8 0,50 516 6
2,0 0,56 549 7
2,2 0,62 578 7
2,4 0,68 610 8
2,5 0,74 625 8

Standard:
- Loader connection
- Digging blade made of HARDOX 500HB
- Powder coating 80µm

Additional options:
- Bucket tines



4in1 multipurpose bucket ”XL”

Width [m] Capacity [m3] Weight [kg] Bucket tines [pcs] 
- option

1,8 0,63 560 6
2,0 0,70 595 7
2,2 0,77 630 7
2,4 0,84 660 8
2,5 0,88 680 8

Standard:
- Loader connection
- Digging blade made of HARDOX 500HB
- Powder coating 80µm

Additional options:
- Bucket tines



Grabbing bucket mini

Width [m] Capacity [m3] Weight [kg] Number of 
tines [pcs]

Hydraulic 
cylinders [pcs]

0,78 0,30 140 4 1
0,87 0,33 147 4 1
1,0 0,38 160 5 1
1,1 0,42 176 5 1
1,2 0,46 182 5 1
1,2 0,46 190 5 2
1,3 0,49 197 5 2
1,5 0,57 215 6 2

Standard:
- Euro connection
- Removable sides
- Powder coating 80µm

Additional options:
- Loader connection



Grabbing bucket mini with HARDOX blade

Width [m] Capacity [m3] Weight [kg] Number of 
tines [pcs]

Hydraulic 
cylinders [pcs]

0,78 0,30 140 4 1
0,87 0,33 147 4 1
1,0 0,38 160 5 1
1,1 0,42 176 5 1
1,2 0,46 182 5 1
1,2 0,46 190 5 2
1,3 0,49 197 5 2
1,5 0,57 215 6 2

Standard:
- Euro connection
- Removable sides
- Blade made of HARDOX 500HB
- Powder coating 80µm

Additional options:
- Loader connection



Grabbing bucket mini HD

Width [m] Capacity [m3] Weight [kg] Number of tines [pcs]
1,1 0,38 199 5
1,2 0,42 211 6
1,3 0,46 218 6
1,4 0,49 230 7
1,5 0,57 238 7
1,6 0,64 246 7
1,8 0,75 266 8

Standard:
- Euro connection
- Removable sides
- Powder coating 80µm

Additional options:
- Loader connection



Grabbing bucket mini HD with HARDOX blade

Width [m] Capacity [m3] Weight [kg] Number of tines [pcs]
1,1 0,38 199 5
1,2 0,42 211 6
1,3 0,46 218 6
1,4 0,49 230 7
1,5 0,57 238 7
1,6 0,64 246 7
1,8 0,75 266 8

Standard:
- Euro connection
- Removable sides
- Blade made of HARDOX 500HB
- Powder coating 80µm

Additional options:
- Loader connection



Grabbing bucket ”S”

Width [m] Capacity [m3] Weight [kg] Number of tines [pcs]
1,0 0,60 220 4
1,2 0,72 247 5
1,4 0,84 265 6
1,6 0,96 301 6
1,8 1,08 320 7
2,0 1,20 340 8
2,2 1,32 361 9
2,4 1,44 379 9

Standard:
- Euro connection
- Removable sides
- Powder coating 80µm

Additional options:
- Loader connection



Grabbing bucket ”S” with HARDOX blade

Width [m] Capacity [m3] Weight [kg] Number of tines [pcs]
1,0 0,60 220 4
1,2 0,72 247 5
1,4 0,84 265 6
1,6 0,96 301 6
1,8 1,08 320 7
2,0 1,20 340 8
2,2 1,32 361 9
2,4 1,44 379 9

Standard:
- Euro connection
- Removable sides
- Blade made of HARDOX 500HB
- Powder coating 80µm

Additional options:
- Loader connection



Grabbing bucket ”S” HD

Width [m] Capacity [m3] Weight [kg] Number of tines [pcs]
1,0 0,53 376 4
1,2 0,63 405 4
1,4 0,74 448 5
1,6 0,85 491 6
1,8 0,95 546 7
2,0 1,06 589 8
2,2 1,17 655 9
2,4 1,27 698 10

Standard:
- Euro connection
- Removable sides
- Powder coating 80µm

Additional options:
- Loader connection



Grabbing bucket ”S” HD with HARDOX blade

Width [m] Capacity [m3] Weight [kg] Number of tines [pcs]
1,0 0,53 376 4
1,2 0,63 405 4
1,4 0,74 448 5
1,6 0,85 491 6
1,8 0,95 546 7
2,0 1,06 589 8
2,2 1,17 655 9
2,4 1,27 698 10

Standard:
- Euro connection
- Removable sides
- Blade made of HARDOX 500HB
- Powder coating 80µm

Additional options:
- Loader connection



Grabbing bucket ”L”

Width [m] Capacity [m3] Weight [kg] Number of tines [pcs]
1,8 1,26 497 6
2,0 1,40 514 7
2,2 1,54 554 7
2,4 1,68 583 8
2,6 1,82 610 8

Standard:
- Euro connection
- Blade made of HARDOX 500HB
- Removable sides
- Powder coating 80µm

Additional options:
- Loader connection



Grabbing bucket ”L” HD

Width [m] Capacity [m3] Weight [kg] Number of tines [pcs]
1,8 1,35 637 7
2,0 1,50 688 8
2,2 1,65 749 8
2,4 1,80 800 9
2,6 1,95 834 9

Standard:
- Euro connection
- Blade made of HARDOX 500HB
- Removable sides
- Powder coating 80µm

Additional options:
- Loader connection



Grabbing bucket ”XL”

Width [m] Capacity [m3] Weight [kg] Number of tines [pcs]
1,8 1,44 668 6
2,0 1,60 728 7
2,2 1,76 767 7
2,4 1,92 806 8
2,6 2,08 844 8

Standard:
- Loader connection
- Blade made of HARDOX 500HB
- Removable sides
- Powder coating 80µm



Grabbing bucket ”XL” HD

Width [m] Capacity [m3] Weight [kg] Number of tines [pcs]
2,2 1,80 1000 7
2,4 1,97 1070 8
2,6 2,13 1114 8

Standard:
- Loader connection
- Blade made of HARDOX 500HB
- Removable sides
- Powder coating 80µm



Bale forks

Width [m] Back protection Length B [mm] Weight [kg]
1,3 No 1100 47
1,3 Yes 1100 58
1,8 No 1100 58
1,8 Yes 1100 72

Standard:
- Euro connection
- Powder coating 80µm
- Teeth (2pcs)
Additional options:
- Loader connection
- Straw tooth 1100mm



Manure forks mini

Width [m] Weight [kg] Length B [mm] Number of tines [pcs] 
0,78 55 670 5
0,87 57 670 5
1,0 65 670 6
1,1 69 670 6
1,2 75 670 7
1,3 78 670 7
1,5 89 670 8

Standard:
- Euro connection
- Powder coating 80µm

Additional options:
- Loader connection



Manure forks ”S”

Width [m] Weight [kg] Length B [mm] Number of tines [pcs] 
1,0 80 880 5
1,2 93 880 6
1,4 106 880 7
1,6 120 880 8
1,8 134 880 9
2,0 149 880 10
2,2 161 880 11
2,4 174 880 12

Standard:
- Euro connection
- Powder coating 80µm

Additional options:
- Loader connection



Manure forks ”L”

Width [m] Weight [kg] Length B [mm] Number of tines [pcs] 
1,8 185 880 9
2,0 215 880 10
2,2 234 880 11
2,4 254 880 12
2,6 273 880 13

Standard:
- Euro connection
- Powder coating 80µm

Additional options:
- Loader connection



Manure forks ”XL”

Width [m] Weight [kg] Length B [mm] Number of tines [pcs] 
1,8 135 1100 9
2,0 155 1100 10
2,2 190 1100 11
2,4 215 1100 12
2,6 145 1100 13

Standard:
- Loader connection
- Powder coating 80µm



Forks with grapple mini

Width [m] Capacity [m3] Weight [kg] Number of tines
[pcs] down/up

Hydraulic
cylinders [pcs] 

0,78 0,26 110 5 / 4 1
0,87 0,29 115 5 / 4 1
1,0 0,33 128 6 / 5 1
1,1 0,36 133 6 / 5 1
1,2 0,40 142 7 / 5 1
1,2 0,40 150 7 / 5 2
1,3 0,43 155 7 / 5 2
1,4 0,47 163 8 / 5 2
1,5 0,50 171 8 / 6 2

Standard:
- Euro connection
- Powder coating 80µm

Additional options:
- Loader connection



Forks with grapple ”S”

Width [m] Capacity [m3] Weight [kg] Number of tines 
[pcs] down/up

1,0 0,46 162 5 / 4
1,2 0,55 181 6 / 5
1,4 0,64 209 7 / 6
1,5 0,69 215 7 / 6
1,6 0,74 228 8 / 6
1,8 0,83 248 9 / 7
2,0 0,92 272 10 / 8
2,2 1,01 287 11 / 8
2,4 1,10 307 12 / 9

Standard:
- Euro connection
- Powder coating 80µm

Additional options:
- Loader connection



Forks with grapple ”L”

Width [m] Capacity [m3] Weight [kg] Number of tines 
[pcs] down/up

1,8 1,20 355 9 / 6
2,0 1,32 381 10 / 7
2,2 1,45 404 11 / 7
2,3 1,51 415 12 / 8
2,4 1,60 431 12 / 8
2,6 1,72 453 13 / 8

Standard:
- Euro connection
- Powder coating 80µm

Additional options:
- Loader connection



Forks with grapple ”XL”

Width [m] Capacity [m3] Weight [kg] Number of tines 
[pcs] down/up

1,8 1,62 318 9 / 6
2,0 1,86 348 10 / 7
2,2 2,00 374 11 / 7
2,4 2,19 405 12 / 8
2,5 2,28 415 12 / 8
2,6 2,37 432 13 / 8

Standard:
- Loader connection
- Powder coating 80µm



Pallet forks carriage ISO 2

Width [m] Weight without connection [kg]
1,2 62

Standard:
- Euro connection
- No forks (carriage only)
- Powder coating 80µm

Additional options:

- Forks cat. 2A
version 2t
version 2,5t

- Forks cat. 2B
version 2t
version 2,5t

- Loader connection
- Ports for tines to handle hay bales (price without tines)
- Straw teeth 1100mm
- Longer forks



Pallet forks carriage ISO 2 with side shift

Width [m] Weight without connection [kg]
1,2 124

Standard:
- Euro connection
- No forks (carriage only)
- Powder coating 80µm

Additional options:
- Forks cat. 2A version 2t
- Forks cat. 2B version 2t
- Loader connection
- Longer forks



Rotator for forklift ISO 2

Width B [m] Weight [kg] Rotation [°] Load capacity [kg] 
1 200 180 2500

Standard:
- Rotator capsize on left side
- Powder coating 80µm

Additional options:
- Additional arm rotator

Rotator does not contain pallet forks!



Pallet forks carriage ISO 3

Width [m] Weight without connection [kg]
1,3 103

Standard:
- Loader connection
- No forks (carriage only)
- Powder coating 80µm

Additional options:
- Forks cat. 3A
- Forks cat. 3B
- Ports for tines to handle hay bales (price without tines)
- Straw tooth 1100mm
- Longer forks



Pallet forks carriage ISO 3 with side shift

Width [m] Weight without connection [kg]
1,2 150

Standard:
- Loader connection
- No forks (carriage only)
- Powder coating 80µm

Additional options:
- Forks cat. 3A
- Longer forks



Rotator for forklift ISO 3

Width B [m] Weight [kg] Rotation [°] Load capacity [kg] 
1,2 237 180 2500

Standard:
- Rotator capsize on left side
- Powder coating 80µm

Additional options:
- Additional arm rotator

Rotator does not contain pallet forks!



Pallet forks carriage ISO 4

Width [m] Weight without connection [kg]
1,7 350

Standard:
- Loader connection
- No forks (carriage only)
- Powder coating 80µm

Additional options:
- Forks cat. 4A
- Longer forks



Pallet forks ISO 4 with positioned tines

Width [m] Weight without 
connection [kg] Length B [mm] Load capacity [kg] 

1,7 850 with standard forks 1800 8000

Standard:
- Loader connection
- Forks cat. 4A
- Powder coating 80µm

Additional options:
- Longer forks



Rotator for forklift EURO - ISO 2

Width B [m] Weight [kg] Rotation [°] Load capacity [kg] 
1,2 245 180 2500

Standard:
- Euro connection
- Rotator capsize on left side
- Powder coating 80µm

Additional options:
- Loader connection
- Additional arm rotator

Rotator does not contain pallet forks!



Stubble cultivator TERRA RITE ”TRZK”

Width [m] Number of 
coulters [pcs]

Number of discs 
[pcs] Weight [kg]

2,5 5 4 740
3,0 7 6 890
3,5 7 6 935

Standard:
- Lemken smaragd tines system
- Powder coating 80µm

NOTE! The price of cultivator does not include the roller!
The roller must be selected separately!



Stubble cultivator TERRA RITE ”TRZKHS”

Width [m] Number of 
coulters [pcs]

Number of discs 
[pcs] Weight [kg]

4,0 9 8 1690
4,5 9 8 1740

Standard:
- Lemken smaragd tines system
- Powder coating 80µm

NOTE! The price of cultivator does not include the rollers!
The rollers must be selected separately!



Stubble cultivator TERRA RITE ”TRZS”

Width [m] Number of 
coulters [pcs]

Number of discs 
[pcs] Weight [kg]

2,5 5 4 870
3,0 7 6 1070
3,5 7 6 1120

Standard:
- Lemken smaragd tines system
- ”NON-STOP” coulter spring protection
- Powder coating 80µm

NOTE! The price of cultivator does not include the roller!
The roller must be selected separately!



Stubble cultivator TERRA RITE ”TRZSHS”

Width [m] Number of 
coulters [pcs]

Number of discs 
[pcs] Weight [kg]

4,0 9 8 1925
4,5 9 8 1980

Standard:
- Lemken smaragd tines system
- ”NON-STOP” coulter spring protection
- Powder coating 80µm

NOTE! The price of cultivator does not include the rollers!
The rollers must be selected separately!



Universal cultivator

Width [m] Weight [kg]
2,5 650
2,7 670
3,0 705

Standard:
- Front shaft
- Central connector
- Hydropack connector
- Side screens
- Hydropack free fall control valve
- Powder coating 80µm

NOTE! The price of cultivator does not include the roller!
The roller must be selected separately!



Disc harrow TERRA CULTIS

Width [m] Weight with 
hydropack [kg]

Weight without 
hydropack [kg]

Number of discs 
[pcs]

2,5 1070 910 20
3,0 1205 1045 24

Standard:
- Discs ø510mm
- Rubber protection ø45x210
- Side screens
- Maintenance-free hubs
- Powder coating 80µm

Additional options:
- Hydropack on two hydraulic cylinders with valve

NOTE! The price of cultivator does not include the roller!
The roller must be selected separately!



Rollers
String roller ø500 Packer roller ø570

Width [m] Weight [kg] Width [m] Weight [kg] 
2,0 131 2,0 330
2,25 143 2,5 373
2,5 155 2,7 398
3,0 183 3,0 440
3,5 210 4,0 643

Tubular roller ø470 Spring ring roller ø470

Width [m] Weight [kg] Width [m] Weight [kg]
2,0 135 2,0 174
2,5 158 2,5 221
2,7 171 3,0 268
3,0 181
4,0 240

Crosskill roller ø400 Rubber ring roller ø500

Width [m] Weight [kg] Width [m] Weight [kg] 
2,5 445 2,0 295
3,0 546 2,5 353

3,0 415



Disc harrow TERRA FERRO

Width [m] Weight [kg] Number of discs [pcs]
3 1080

Standard:
- Discs ø560mm
- Rubber protection ø45x210
- Side screens
- Maintenance-free hubs
- Hydraulic depth adjustment
- Powder coating 80µm

Additional options:
- Loader platform for sowing machine

NOTE! The price of cultivator does not include the roller!
The roller must be selected separately!



Disc harrow TERRA FERRO HYDRO

Width [m] Weight [kg] Number of discs [pcs]
4 2075 30
5 2450 38

Standard:
- Discs ø560mm
- Rubber protection ø45x210
- Side screens
- Maintenance-free hubs
- Powder coating 80µm

Additional options:
- Complete road lights (suspended version)
- Complete road lights (trolley version)
- Loader platform for sowing machine (suspended version)
- Loader platform for sowing machine (trolley version)
- Transport trolley

NOTE! The price of cultivator does not include the rollers!
The rollers must be selected separately!



Rollers for TERRA FERRO
String roller ø500 Roof ring roller ø600

Width [m] Weight [kg] Width [m] Weight [kg] 
2,0 171 2,0 240
2,5 195 2,5 285
3,0 223 3,0 330

Tubular roller ø470 U-profile roller ø540

Width [m] Weight [kg] Width [m] Weight [kg] 
2,0 175 2,0 305
2,5 198 2,5 365
3,0 221 3,0 425



Seedbed cultivator SIWERENTUS



Seedbed cultivator SIWERENTUS

Width [mm] Weight [kg]
4000 4650
5000 5200

Standard:
- Powder coating 80µm



Sub-soiler

Weight with shanks [kg] Number of shanks [pcs]
1250 3
2000 5

Standard:
- Toothed shafts
- Powder coating 80µm



Sub-soiler with hydraulic protection

Weight with shanks [kg] Number of shanks [pcs]
1670 3
2670 5

Standard:
- Toothed shafts
- Shanks hydraulic protection
- Powder coating 80µm



Frontpress TAMP 700

Width [mm] Weight without tine bar 
[kg]

Number of Cambell rings 
[szt.]

2,5 882 16
3,0 1010 19

Standard:
- Three-point linkage ct. 2
- Steering angle 4°
- Edge angle 32°
- Powder coating 80µm

Additional options:

- Mechanical adjustable tine bar

- Hydraulical adjustable tine bar

version 2,5 m 210kg 
Version 3 m 240kg 
version 2,5 m 1010kg 
version 3 m 1715kg 



Frontpress TAMP 900

Width [mm] Weight without tine bar 
[kg]

Number of Cambell rings 
[szt.]

3,0 1715 17

Standard:
- Three-point linkage ct. 2
- Steering angle 4°
- Edge angle 32°
- Powder coating 80µm

Additional options:
- Mechanical adjustable tine bar
- Hydraulical adjustable tine bar

235kg 
 240kg 



Grassland harrow 4 rows

Width [m] Weight [kg] Number of combi castings [pcs]
5 760 62
6 820 78
8 990 102

Standard:
- Powder coating 80µm

Additional options:
- Platform for sowing machine
- Loader platform
- A full set of extra slides



Rubber scraper

Width [m] Weight [kg]
1,6 70
1,8 76
2,0 84
2,2 92
2,4 100
2,7 114
3,0 124

Standard:
- Rubber blade reinforced with steel cords arranged vertically
- Powder coating 80µm

Additional options:
- Mechanical adjust 68°, weight 98kg
- Hydraulical adjust 68°, weight 98kg

Price does not contain connection!
It must be selected separately!



Rubber scraper - connections

Type
EURO

Everun ER12, ER16
GIANT

JCB Q-Fit
Kramer 250-350

Manitou
Merlo

Schäffer big hook
Schäffer small hook

Schmidt
3-point linkage cat. 1 i 2

3-point linkage cat. 2 + forklift
Weidemann hook
Weidemann plate

Attachment to a forklift



Tire scraper

Connection Waga  [kg]
Euro + 3-point linkage 130
Schäffer small hook 147
Weidemann hook 156

Standard:
- Powder coating 80µm

Other machine attachments are possible on request
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